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Step 5
ASSEMBLY INSTRUCTIONS Take the next length profile and press the length

Step 1 profile onto the mid post to fit the flange into the

Place the castors to slots (see detail).
the bottom of the side
panel. Align the holes
from the castor on the
bottom plate and fasten
(hand tight) each castor
with two M8x16 bolts.

Tip: The slack in the construction makes it
possible to push the side panels outwards
and whip the length profile under the upper

Step 2

Place the length profile on the bottom plate with
the holes aligned and fasten (hand tight) the length
profile and castor with two M8x60 bolts.

Step 6
Repeat this process
on the other side.

Step 3

Repeat step 1 and 2
for the other side.
Fasten (hand tight)
all the bolts.

Tip: Press the length parts firmly
under the side panel

Step 4

Place the mid post,
with the hole pattern
(A) close to the
bottom, into the slot
of the length profile,
see detail.

_‘_H




Step 7a (for 1, 2 unit cart) Step 11

Place the top lid on the storage cart, align the holes Attach the drawer profiles to the sides by securing

and fasten the lid with the M8x65 bolts. Use a torque  the flat M6 bolt into the cage nut.

setting of 20 Nm. 11
e

Step 7b (for 3 unit cart)

Place the top lids on the storage cart and align Step 12
the outer holes. Fasten (hand tight) the lid with the Continue with these steps until you have the desired
M8x65 bolts. layout.

To connect the top lids, place the 3mm lid brace be-
tween the lids and the length profile, align the holes
and fasten the lids with the M8x35 bolts.

Step 8
Tighten all the bolts and nuts.
Use a minimum torque setting of 20 Nm.

Step 9
Decide your crate lay-out. See the datasheet to
select the correct slots.

Step 10
Install the cage-nut into the sidepanels and mid post.

|
-

Iyl



ADMIRAL | www.admiralstaging.com | Josink Kolkweg 10 | 7545 PR Enschede |
STAGING | The Netherlands | Tel: +31 63 4 301 201 |



