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You might have seen them before, but never 
this clever! With our Drop Arms, you can easily 
suspend your lighting equipment from a truss 
or fixed tube. The Drop Arms are extendable 
to any length and they can also be combined 
with hanging tubes. Just imagine all the ligh-
ting effects you can create!

FREEDOM 
DROP ARM

Versatile modular system 
The modular nature of the system allows you to use its 
basic components to set up a new construction for every 
occasion.

Unique setup
The different hanging options and numerous length and 
width combinations allow you to create your one of a kind 
light show construction.

Extendable
All the Freedom System setups can be further extended 
either vertically or horizontally.

KEY FEATURES FREEDOM SYSTEM



Freedom length 1x profile
Lenghts available 50 cm 100 cm 150 cm 200 cm
Article code: RIPFZP30 RIPFZP35 RIPFZP40 RIPFZP45
WLL: 200 kg
Material: aluminium
Dimensions mm: 500 x 40 x 40 1000 x 40 x 40 1500 x 40 x 40 2000 x 40 x 40
Weight: 0.6 kg 1.25 kg 1.85 kg 2.5 kg

+

Freedom coupler set
Article code: RIPFZK10
WLL: 200 kg
Material: 2 mm stainless steel
Dimensions mm: 180 x 36 x 36
Weight: 0.68 kg
Provided: 1 x couple plate

4 x bolt M10 x 55
4 x wing nut M10
4 x self lock nuts M101
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EXTEND THE DROP ARM EVEN MORE
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For more information, 
download the Freedom 

System manual
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Freedom Drop Arm starter set
Article code: RIPFKY1015
EAN code: 8720094422558
Variable height: from 57.2 up to 87.2 cm
Set includes Freedom Drop arm top side black
Article code: RIPFT08T
WLL: 200 kg
Material: stainless steel
Weight: 1.01 kg

Freedom Drop arm bottom side black
Article code: RIPFT08B
WLL: 200 kg
Diameter tube: ø 50 mm
Material: stainless steel
Weight: 1.13 kg

DIMENSIONS TECHNICAL DATA

WARNING

Always use the pre-drilled holes (1) to secure your load and secure the connection between 
the FMRS and the supporting structure with a secondary safety device e.g. a safety cable.
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